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Entlüftung
Entleerung
Rücklaufverschraubung

Etappentrennung

0
.6

2
.8

8

G
e

sc
h

o
ss

 A

0
.2

8
3

.3
2

G
e

sc
h

o
ss

 B

0
.2

8
3

.3
2

G
e

sc
h

o
ss

 C

0
.2

8
3

.3
2

G
e

sc
h

o
ss

 D

0
.2

8
3

.3
2

G
e

sc
h

o
ss

 E

0
.2

8
3

.3
2

G
e

sc
h

o
ss

 F

0
.2

8
3

.2
8

G
e

sc
h

o
ss

 G

16 193 157 9 245 188 12104 2120146 17 23111 132 22

B78 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

B78 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

B78 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

B77 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

B77 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

B77 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

B76 Kopierraum
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

B76 Kopierraum
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

B76 Kopierraum
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

B76 Kopierraum
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

B42 Korridor Nord
1 Stk. Flachradiator
Fabrikat: Runtal
Typ: RX 2200/30-16
Q = 613 W
t = 38/28°C
m = 53 kg/h
H = 2000 mm
T = 160 mm
L = 490 mm

B74 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

B74 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

B74 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

B74 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

B73 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

B73 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

B73 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

B73 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

B71 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

B71 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

B71 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

B71 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

C76 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

C76 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

C76 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

C70 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

C70 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

D78.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

D78.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

D70 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

D70 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

E78.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

E78.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

E78.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

E78.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

E75 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

E75 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

E73.1 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

E73.1 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

E70 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

E70 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

F78 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

F78 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

F78 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

F70 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

F70 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

G77 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

G77 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

G77 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

G77 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

G77 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

G76 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

G76 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

G76 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

G76 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

G76 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

G76.2 Büro
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

G76.2 Büro
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

G76.2 Büro
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

G74.3 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

G74 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

G74 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

G74 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

G74 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

G73 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

G73 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

G72 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

G72 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/30-40
Q = 424 W
t = 38/28°C
m = 36 kg/h
H = 450 mm
T = 160 mm
L = 1210 mm

G70 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

G70 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

G70 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

G70 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

B70 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm
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C71 Abwasserlabor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

C71 Abwasserlabor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

C71 Abwasserlabor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

C71 Abwasserlabor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

C71 Abwasserlabor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

C71 Abwasserlabor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

C73.3 Instr. Raum
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

C73.3 Instr. Raum
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

C73.3 Instr. Raum
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

C73.3 Instr. Raum
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

C73.4 Instr. Raum
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

C73.4 Instr. Raum
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

C73.4 Instr. Raum
Flachradiator
Fabrikat: Runtal
Typ: RX 2028/30-41
Q = 291 W
t = 38/28°C
m = 25 kg/h
H = 280 mm
T = 160 mm
L = 1240 mm

C75.1 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2028/30-41
Q = 291 W
t = 38/28°C
m = 25 kg/h
H = 280 mm
T = 160 mm
L = 1240 mm

C75.1 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

C75.1 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

C75 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

C75 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

C75 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

C75 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

C76 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

D71.1 Denkerzelle
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

D71.1 Denkerzelle
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

D71.1 Denkerzelle
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

D71.1 Denkerzelle
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

D72 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

D72 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

D72 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

D72 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

D73 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

D73 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

D74.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

D74.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

D74.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

D74.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

D75.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

D75.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

D75.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

D75.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

D76.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

D76.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

D77.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

D77.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

3/8"

E77.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

E77.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

E77.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

E77.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

E77.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

E77.1 Denkerzentralle
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

E76 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

E76 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

E76 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

E76 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

E74 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

E74 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

E72 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

E72 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

E71 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

E71 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

F77 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

F77 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

F76 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

F76 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

F75 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

F75 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

F74 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

F74 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

F73 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

F73 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

F73 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

F73 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

F72 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

F72 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

F72.1 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

F72.1 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

F71 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

F71 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

F71 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2045/50-25
Q = 300 W
t = 38/28°C
m = 26 kg/h
H = 450 mm
T = 160 mm
L = 1240 mm

F70 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm

F70 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm3/8"
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B75 Spedition
1 Stk. Flachradiator
Fabrikat: Runtal
Typ: RX 2200/30-14
Q = 345 W
t = 38/28°C
m = 30 kg/h
H = 2000 mm
T = 160 mm
L = 430 mm

3/8"3/8"3/8" 3/8"3/8" 3/8"

3/8"3/8"
3/8" 3/8"
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B70 Labor
Flachradiator
Fabrikat: Runtal
Typ: RX 2050/30-40
Q = 544 W
t = 38/33°C
m = 94 kg/h
H = 500 mm
T = 160 mm
L = 1210 mm
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zu Gruppe Raumheizung
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Etappe 1 Etappe 2
Hydrocontrol
DN 5/4"
VE = 10, offen

Hydrocontrol
DN 1"
VE = 7, offen

Hydrocontrol
DN 3/4"
VE = 5.0

Hydrocontrol
DN 3/4"
VE = 3.0

Hydrocontrol
DN 3/4"
VE = 2.0

Hydrocontrol
DN 3/4"
VE = 2.0

Hydrocontrol
DN 50
VE = 2.0

Hydrocontrol
DN 3/4"
VE = 2.0

Hydrocontrol
DN 3/4"
VE = 2.0

Hydrocontrol
DN 50
VE = 2.0

Hydrocontrol
DN 3/4"
VE = 1.5

Hydrocontrol
DN 1"
VE = 1.5

Hydrocontrol
DN 1"
VE = 1.5

Ingenieur / G E W. K Ä L T E

Massstab
Format
Gez.

Generalplaner

Instandsetzung  Gebäudehülle + Haustechnik

Büchler & Partner A G

Seebachstrasse 4
8052 Zürich
Fon 044 306 4 4 0 0
Fax 044 302 2 2 4 4

N

raum

Ingenieur / L Ü F T U N G

Massstab
Format
Gez.

Ingenieur / H E I Z U N G

Massstab %
Format 60/168
Gez. D a / Sav

Wichser Akustik Bauphysik

Schaffhauserstrasse 550
8052 Zürich
Fon 043 299 6 6 3 3
Fax 043 299 6 6 4 4

Laborgebäude eawag Dübendorf

.

Synaxis A G

Thurgauerstrasse 5 6
8050 Zürich
Fon 044 316 6 7 7 7
Fax 044 316 6 7 9 9

Bauingenieur Bauphysiker

Brunner Haustechnik A G

Industriestrasse 50a
8304 Wallisellen-Zürich
Fon 044 874 1 3 0 0
Fax 044 874 1 3 9 9

Bauherrenvertretung

Brunner Haustechnik A G

Industriestrasse 50a
8304 Wallisellen-Zürich
Fon 044 874 1 3 0 0
Fax 044 874 1 3 9 9

Empa Bau   Überlandstrasse 129  8600 Dübendorf  Fon 044 823 41 41  Fax 044 823 40 06

Mühlezelgstrasse 53  8047 Zürich  Fon 044 491 14 14  Fax 044 492 72 40  www.raumfachwerk.ch

Strangschema Radiatoren Nordfassade

Ingenieur / K O O R D I N A T I O N
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05.02.2010

Brunner Haustechnik A G

Industriestrasse 50a
8304 Wallisellen-Zürich
Fon 044 874 1 3 0 0
Fax 044 874 1 3 9 9

464-PS_SS1R

Ingenieur / SANITÄR
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Plan-Nr.:

fachwerk 

Brunner Haustechnik A G

Industriestrasse 50a
8304 Wallisellen-Zürich
Fon 044 874 1 3 0 0
Fax 044 874 1 3 9 9

Industriestrasse 50a
8304 Wallisellen-Zürich
Fon 044 874 1 3 0 0
Fax 044 874 1 3 9 9
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